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Maximize aspiration performance
Aspiration Catheter

TM

TM

Product code
Guiding Catheter  
Compatibility

Guide Sheath  
Compatibility

Outer diameter
Distal/Proximal)

Aspiration lumen area
Distal/Proximal)

RX segment length Catheter length 

EG1401
8Fr
I.D.≥0.086” (2.18mm) 

       6Fr
2.15mm (6.5Fr)/ 
1.76mm (5.3Fr)

     1.58mm²/ 
     1.65mm²

23cm 140cm

EG1652
7Fr
I.D.≥0.080” (2.03mm)

        -
1.96mm (5.9Fr)/ 
1.60mm (4.8Fr)

     1.23mm²/ 
     1.33mm²

23cm
 

140cm

EG1602
6Fr
I.D.≥0.070” (1.78mm)  

        -
1.70mm (5.2Fr)/ 
1.40mm (4.2Fr)

     0.78mm²/
     0.95mm²   

23cm 140cm

Aspiration Syringe 
30ml – self-locking 

Extension line with 1-way stopcock Flushing tool Filter basket 

Guide wire exit port 
RX-design 

Guide wire compatibilityy 0.014” (0.36 mm)
Product codes EG1652 and EG1602 contain a mandrel for insertion of the aspiration catheter

8Fr8FrThrombus aspiration catheter



3 steps for successful thrombus removal

Attach the pre-connected  
extension set to the Eliminate 
aspiration catheter and flush. 

Backload Eliminate aspiration catheter 
onto the guide wire and advance the  
catheter under fluoroscopic guidance 
until the radiopaque marker band is  
proximal to the thrombus. 

Prepare

Deliver

Aspirate

Close the stopcock valve and  
create a vacuum by pulling back 
the plunger to the desired volume.

Open the stopcock and slowly 
advance the Eliminate aspiration 
catheter towards the thrombus.

Remove the catheter from the  
patient while maintaining the vacuum  
/negative pressure via the syringe.

24.57

37.7

52.59

6Fr GC 7Fr GC 8Fr GC

60

50

40

30

20

10

0

Aspiration Flow ml/min.

m
l/

m
in

.

2.15mm1.76mm

1.58mm2
1.65mm2

Fully usable 5.3Fr aspiration lumen with separate            
0.014” (0.36mm) guide wire lumen

Braided shaft

Dedicated beveled and  
rounded tip design 

Kit package

For maximal aspiration performance while 
leaving a guide wire across the lesion

For superior trackability and kink-resistance

For an improved, atraumatic crossability and 
effective aspiration capabilities

All you need in one packaging
• 2x 30ml syringes
• 1 filter basket
• 1x extension line with stopcock
• 1 flushing tool

Repeat the aspiration procedure if needed
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